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Taiwan Made AI Human Thermal Camera + NVR

•Identifies Individual Body Temperature 
•Rapidly Pre-screens Individuals Entering any Facility for Fever
•Alarm and playback

Preface
COVID-19 has brought great change to the world with new perceptions and needs quietly taking shape.

Among all the symptoms of COVID-19, fever is the most prominent; thus body temperature management 

is the first step in its prevention.

Of the many measures taken in Taiwan to control/eliminate the pandemic, body temperature 

measurement is a major factor. Temperature measurement is required before entering all public places, 

hence greatly reducing the possibility of the spread of the disease. Yet, relying on human temperature 

takers is not nearly as optimum as using technology for this purpose.

The integration of artificial intelligence with infrared thermal cameras and the advent of human body 

temperature measurement cameras is necessary because;

Without AI:

•A cup of hot coffee would be mistakenly be identified as a “person” with high fever.

•Many people simultaneously entering a facility could not be identified individually.

This is the worst virus of recent times, however, recent times have provided us with the most advanced 

technology to combat this virus. To do their best, workers must sharpen their tools.

In the past, monitors and entrance/exit scanning devices did not exist. Now, however, these devices are 

common and installed in nearly all public spaces.

Perhaps one day people will pass through Thermal Body Camera scanning in all government agencies, 

schools, hospitals, airports, movie theaters, and shopping malls. Due to changes in thinking and 

understanding brought on by COVID-19, public health becomes the frame of reference for contact 

between people. The countries that can take the lead in this practice will be less impacted and 

accordingly be able to maintain normal operations during the crisis.

Taiwan having the advantages of both hardware and software providers, along with extensive 

investment and resources made available by the government and private sector; produces the AI 

Thermal Individual Camera with Early Warning focused on accuracy and practicality.

Chiang Bin has selected this product for our customers,

Taiwan manufacturers self-developed model with measurement error value at plus or minus 0.5 degrees 

Celsius. 

It applies to general public spaces, schools, companies, government departments, and hospitals.

Triage and prevention in service to others!

Yiyin Chen
G.M. of Chiang Bin Electronic Co., Ltd.
Taiwan
June 2020
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Chiang Bin Electronic Co. Ltd.

CBT-MS3000
Al Human Body Thermal Meter System

Al Human Body Thermal Meter System includes 
Al Human Body Thermal lP Camera

lntelligent Thermal Video Analytics NVR
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Additional Improvements

We've Made

MULTl-PERSON 
TEMPERATURE DETECTlON

MASS DATA OF TEMPERATURE 
TRACKlNG & MONlTORlNG

NON-HUMAN BODY
HEAT SOURCE FlLTERlNG

AUTO & MANUAL ENVlRONMENTAL
TEMPERATURE lNlTlALlZATlON

WORKING ENVIRONMENT 
TEMPERATURE RANGE -10°C ~ 50°C

(NO AIR-CONDITION REQUIRED)
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CBT-MS3000-IPC
Al Human Body Thermal lP Camera

．Thermal & Color Dual Eye IP Camera

．Thermal Image & Temperature Indication by IVS-NVR Software

．Precise AI Thermal Temperature

．2M Color Image for Visible Personal Identification

．Multi-Person Fever Detection Application

．Environmental Temperature Deep Learning Reset Button

．Fever Temperature Alarm I/0 & White LED Light on During Alarm

．Supports 12Vdc & PoE

．Meets USA FDA Enforcement Policy

．Working Environment Temp. Range -10°C ~ 50°C

Camera Dimensions(7*12*4mm)

Software + IVS-NVR

Software + CBT-MS3000-NVR(15*15*8mm)
(Standard package: 1 Camera and 1 NVR)

White Light

2-Megapixel
Color lmage

Human Body
Thermal Sensor

Body Temperature Detection
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CBT-MS3000-NVR
lntelligent Thermal Video Analytics NVR

．Max. 2 Camera Inputs - Surveilliance & Thermal Image Display

．Multi-person Individual Temperature Display & 

    Real-time Alarm & Temperature Recording

．Non-human Body Heat Source Filtering

．Differential Environmental Temperature 0ffsetting

．Recorded Fever Warning on Screen & Audio Alarm

．Built-in 2TB HDD, Gigabit Port, USB Type C x 1 + USB 3.0 Type A x 2

    USB 2.0 Type A x1

．Simultaneous output for 3 screens: HDMI + Display Port + VGA

．2 Channels available in 1 NVR
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CBT-MS3000-NVR
lntelligent Thermal Video Analytics NVR

corresponding picture captures the four orders to define their own linkage mapping, which can be a single event 

source. For example, Camera 1 generates a motion detection event, and a snapshot. The cameras 2 & 5 then 

start recording
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Chiang Bin Electronic Co. Ltd.

CBT-MS3200
Al Human Body Thermal Meter System

Al Human Body Thermal Meter System includes 
Al Human Body Thermal lP Camera x 2pcs

lntelligent Thermal Video Analytics NVR
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CBT-MS3200-IPC
Al Human Body Thermal lP Camera

Camera Dimensions(7*12*4mm)

Software + IVS-NVR

Software + CBT-MS3200-NVR(15*15*8mm)
(Standard package: 2 Camera and 1 NVR)

White Light

2-Megapixel
Color lmage

Human Body
Thermal Sensor

Body Temperature Detection

．Thermal & Color Dual Eye IP Camera

．Thermal Image & Temperature Indication by IVS-NVR Software

．Precise AI Thermal Temperature

．2M Color Image for Visible Personal Identification

．Multi-Person Fever Detection Application

．Environmental Temperature Deep Learning Reset Button

．Fever Temperature Alarm I/0 & White LED Light on During Alarm

．Supports 12Vdc & PoE

．Meets USA FDA Enforcement Policy

．Working Environment Temp. Range -10°C ~ 50°C
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CBT-MS3200-NVR
lntelligent Thermal Video Analytics NVR

．Max. 2 Camera Inputs - Surveilliance & Thermal Image Display

．Multi-person Individual Temperature Display & 

    Real-time Alarm & Temperature Recording

．Non-human Body Heat Source Filtering

．Differential Environmental Temperature 0ffsetting

．Recorded Fever Warning on Screen & Audio Alarm

．Built-in 2TB HDD, Gigabit Port, USB Type C x 1 + USB 3.0 Type A x 2

    USB 2.0 Type A x1

．Simultaneous output for 3 screens: HDMI + Display Port + VGA

．2 Channels available in 1 NVR
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CBT-MS3200-NVR
lntelligent Thermal Video Analytics NVR

corresponding picture captures the four orders to define their own linkage mapping, which can be a single event 

source. For example, Camera 1 generates a motion detection event, and a snapshot. The cameras 2 & 5 then 

start recording
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